
● Transport rollers for carry cases, ideal for all heavy torque 
multi pliers (e.g. alkitronic® EF) or hydraulic pumps (e.g. 
alkitronic® NOVA).

● Easy transport: Effortless manoeuvring of the alkitronic® 
carry cases by pulling or pushing. 

● Flexible assembling: Can be fixed with straps, stickers, or 
screws (optional). All components can be reused. Spare 
stickers are included in the set.

● Up to 50 kg load capacity per roller pair.

Applications

Advantages

● Efficient working: Fast and ergonomic transport of the  
carry cases.

● Easy set-up: Simple and pragmatic retrofitting and assembly. 
No tools required!

● Safe for your health: Pleasant pulling instead of carrying. 
● alkitronic® sustainability standard: Manufactured in an 

environmentally friendly manner from renewable materials 
(manufacturer‘s claim).

● Reusable and versatile!
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Product News Transport rollers for alkitronic® carry cases

Lieferumfang

Lieferumfang

*)  For all technical data and instructions, please refer to the manufacturer‘s data sheet  
supplied with the device

One set of rollers includes*:
● 2x transport rollers
● 2x straps with clamp lock (2.5 x 400cm)
● 12x adhesive dots  
● Color: black 

We recommend the transport rollers for the following 
alkitronic® carry cases:

XE-Series:  Models EF, EC  
XM-Series:  Selected models, e.g. HG-60
XP-Series:  Selected models, e.g.  CLS 2/4800
XH-Series: Selected models, e.g.  NOVA hydr. pump

Insert straps under 
wheels

Pull the strap through 
the roller housing

Position transport roller 
under carry case

Tighten strap and fix 
with clamp lock

2 transport     
    rolls

2 straps 
 with 
 clamp lock

12 adhesive dots

Example: Assembly of transport rollers with straps

Scope of supply

alkitronic® products
Made in Germany by 

alki TECHNIK GmbH
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